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Pico Starr

Features
IP Rating IP 20

IC Rating IC-4 Option Available

Driver Type DALI / Phase Dim

LED Type Pico Starr LED Module

Lumen Maintenance L70 > 72,000hrs

Notes

Technical  Specification

Family 
Code

LED 
Lumen

Product 
Lumen Wattage mA Colour T(K)

Beam 
Angle CRI Finish

LL-9305 896 661 9.3 250 9 2700 27 15° 15 95 95 Black B 

*Lumens above are for 3000K 15° 3000 30 24° 24 White W

4000 40 36° 36

Warm-dim WD 60° 60

PHOTOMETRIC DIAGRAM

9.3W 3K 36°
 PHOTOMETRIC

Ø68.5mm

66
m

m

Cutout: Ø60mm

Accessories

White Reflector Black Reflector Chrome Reflector Matt Gold Reflector White Pin Hole Black Pin Hole

LL-9305-REF-W LL-9305-REF-B LL-9305-REF-C LL-9305-REF-MG LL-9306-REF-W LL-9306-REF-B

Honeycomb Lens Linear Spread Lens Spread Lens IC Rated Cover

LL-9301-HC LL-9301-LSL LL-9301-SL LL-9300-IC4

https://www.inlite.com.au/downloads/LL-9305-3036.IES
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