
 
 

2M JAZ PROFILE ANODISED

B8547ANODA_2

SILVER ANODISED

Remote CONTROL GEAR

IP20

 

CURRENT: YmA

VOLTAGE: 12V, 24V

Line of light Large area of illumination (angle of illumination 180 degrees) Small

surface of the visible aluminum structure
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Accessories

42520 BLOCKADE ZM

42716 CONNECTOR ZM 90

42719 CONNECTOR ZMPION 135

42718 CONNECTOR ZMPION 90

Components

17162V1_2 2M JAZ FROSTED COVER

Powered by TCPDF (www.tcpdf.org)

https://www.inlite.co.nz/products/klus/blockade-zm
https://www.inlite.co.nz/products/klus/blockade-zm
https://www.inlite.co.nz/products/klus/connector-zm-90
https://www.inlite.co.nz/products/klus/connector-zm-90
https://www.inlite.co.nz/products/klus/connector-zmpion-135
https://www.inlite.co.nz/products/klus/connector-zmpion-135
https://www.inlite.co.nz/products/klus/connector-zmpion-90
https://www.inlite.co.nz/products/klus/connector-zmpion-90
https://www.inlite.co.nz/products/klus/2m-jaz-frosted-cover
https://www.inlite.co.nz/products/klus/2m-jaz-frosted-cover
http://www.tcpdf.org

